
Patch panel MK 24/8
for 24 modules with Keystone fitting
shielded / unshielded

Patch panel MK 24/8

Dust shutters in various colours

Versions
Numero Materiale Product Dimensioni esterne Colore Peso [kg] Packing unit

185686 Patch panel MK 24/8, 19“/1U, for 24 
Keystone modules (without modules)

1 U, 44 mm x 482 mm x 95 mm grigio chiaro 0,72 kg 1 pc.

185711 Dust shutter for Patch Panel Mx 24/8 (1 
set = 10 pcs.)

1 U, 44 mm x 482 mm x 95 mm giallo 0 kg 1 kit

185712 Dust shutter for Patch Panel Mx 24/8 (1 
set = 10 pcs.)

1 U, 44 mm x 482 mm x 95 mm blu 0 kg 1 kit

185713 Dust shutter for Patch Panel Mx 24/8 (1 
set = 10 pcs.)

1 U, 44 mm x 482 mm x 95 mm verde 0 kg 1 kit

185714 Dust shutter for Patch Panel Mx 24/8 (1 
set = 10 pcs.)

1 U, 44 mm x 482 mm x 95 mm rosso 0 kg 1 kit

190984 Dust shutter for Patch Panel Mx 24/8 (1 
set = 10 pcs.)

1 U, 44 mm x 482 mm x 95 mm arancia 1 kg 1 kit

190985 Dust shutter for Patch Panel Mx 24/8 (1 
set = 10 pcs.)

1 U, 44 mm x 482 mm x 95 mm nera 1 kg 1 kit

190986 Dust shutter for Patch Panel Mx 24/8 (1 
set = 10 pcs.)

1 U, 44 mm x 482 mm x 95 mm heather violet 1 kg 1 kit

185717 Labeling sheets A4 for patch panel 
Mx 24/8

1 U, 44 mm x 482 mm x 95 mm bianco 0,02 kg 10 pcs.
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Description
Shielded 19”/1U patch panel for up to 24 RJ45 modules (shielded and/or unshielded). 
Anodised aluminium, silver, and light grey plastic, similar to RAL 7035. 
Snap-in modules can be easily fitted into the patch panel. 
The patch panel is supplied with dust shutters and labelling fields. 
The dust shutters can be individually replaced. Delivery without modules.

Applicazione
Suitable for the following Datwyler modules: 
- RJ45 module MS-C6A 1/8 Cat.6A 180°-K (Keystone), shielded 
- RJ45 Keystone coupler, shielded, Cat.6 Link / Class E, 180 degree (straight)

Proprietà elettriche
EMC shielded


